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2L40-T12 Mag 2 F40/T12/WM  2,280  4,560 0.88  4,013 72 56
3L40-T12 Mag 3 F40/T12/WM  2,280  6,840 0.88  6,019 115 52
4L40-T12 Mag 4 F40/T12/WM  2,280  9,120 0.88  8,026 144 56
1L96-T12 Mag 1 F96/T12/ES  4,750  4,750 0.88  4,180 76 55
2L96-T12 Mag 2 F96/T12/ES  4,750  9,500 0.88  8,360 126 66
1L96-T12HO Mag 1 F96/T12HO/ES  6,950  6,950 0.95  6,603 125 53
2L96-T12HO Mag 2 F96/T12HO/ES  6,950  13,900 0.93  12,927 210 62

Re-Lighting Options
Proposed

Lamp / Ballast
System

Lamp
Quantity &

Type

Mean
Lumens

Per Lamp

Mean
Lumens

Per Fixture
Ballast
Factor

Net
Lumens

Per Fixture
Input
Watts

Net
Lumens
Per Watt

2L32-T8-LP Elec 2 F32T8/841  2,800  5,600 0.77  4,312 48 90
2L32-T8-MP Elec 2 F32T8/841  2,800  5,600 0.87  4,872 53 92
3L32-T8-LP Elec 3 F32T8/841  2,800  8,400 0.77  6,468 72 90
3L32-T8-MP Elec 3 F32T8/841  2,800  8,400 0.87  7,308 80 91
4L32-T8-LP Elec 4 F32T8/741  2,660  10,640 0.77  8,193 96 85
4L32-T8-MP Elec 4 F32T8/741  2,660  10,640 0.87  9,257 107 87
6L32T8-LP Elec 6 F32T8/841  2,800  16,800 0.77  12,936 144 90
6L32T8-MP Elec 6 F32T8/841  2,800  16,800 0.87  14,616 160 91

DIW – Wide Base Indirect Wrap

General Notes
Lamp/ballast system values shown are a general reference intended to supply a quick comparison of •	
several common lamp/ballast systems, the associated energy consumption, and net lumen output.
Values shown are based on normal operating temperatures (25c T8 and 35c T5) and at 277 volts.•	
Fixture efficiency percentages are generally representative of each system type, actual values will vary.•	
There are many operating variables that affect system output, in addition to rating variances from brand to brand.•	
All T8 electronic ballast values shown are based on Ultra Efficient (aka 3rd Generation) T8 ballasts.•	
All T5 and T8 lamp values shown are for basic grade lamps. Extended life and higher lumen lamps types are available.•	
In addition to those shown there are a wide variety of systems to choose from, each with distinct features and cost points.•	
Please consult the lamp/ballast manufacturer’s catalogs for the detailed information required to model your system.•	
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