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PSP – Direct/Indirect Pendant

General Notes
Lamp/ballast system values shown are a general reference intended to supply a quick comparison of •	
several common lamp/ballast systems, the associated energy consumption, and net lumen output.
Values shown are based on normal operating temperatures and at 277 volts.•	
Fixture efficiencies and layout are not comprehended in the table, but will determine the usefulness of the system.•	
There are many operating variables that affect system output, in addition to rating variances from brand to brand.•	
All T8 electronic ballast values shown are based on Ultra Efficient (aka 3rd Generation) T8 ballasts.•	

Mounting Images

 Fixture Construction

Rigid 20 Gauge Steel Construction•	
Standard Perforated Housing.•	
Patented die cast couplers and end caps ensure straight rows •	
with no light leak.
Standard 2 Circuit Whips and L/R or I/O switching.•	
Standard easy level cable mount and white finished canopy.•	
Matte white finish or custom RAL colors.•	

Perf Cross Sections

2LT8 Candela Curve
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2L40-T12 Mag 2 F40/T12/WM  2,280  4,560 0.88  4,013 72 56
4L40-T12 Mag 4 F40/T12/WM  2,280  9,120 0.88  8,026 144 56
1L96-T12 Mag 1 F96/T12/ES  4,750  4,750 0.88  4,180 76 55
2L96-T12 Mag 2 F96/T12/ES  4,750  9,500 0.88  8,360 126 66
1L96-T12HO Mag 1 F96/T12HO/ES  6,950  6,950 0.95  6,603 125 53
2L96-T12HO Mag 2 F96/T12HO/ES  6,950  13,900 0.93  12,927 210 62
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2L32-T8-LP Elec 2 F32T8/841  2,800  5,600 0.77  4,312 48 90
2L32-T8-MP Elec 2 F32T8/841  2,800  5,600 0.87  4,872 53 92
4L32-T8-LP Elec 4 F32T8/741  2,660  10,640 0.77  8,193 96 85
4L32-T8-MP Elec 4 F32T8/741  2,660  10,640 0.87  9,257 107 87
6L32T8-LP Elec 6 F32T8/841  2,800  16,800 0.77  12,936 144 90
6L32T8-MP Elec 6 F32T8/841  2,800  16,800 0.87  14,616 160 91


