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QMI–Metro Pedestrian Scale LED

Perspective

Luminaire Details

 Specifications
Construction
All cast aluminum parts shall be low copper alloy A356. All 
extruded aluminum parts shall be alloy 6061-T6, 6063-T5 or 
equal. All spun components shall be alloy 1070, 3002 or 1100.

Lens
The acrylic lens material shall be UV stabilized and impact 
resistant (Minimum notched Izod impact strength (ASTM 
D256) of 1.1 ft-lb/in) and shall also be sealed by a sponge 
silicone gasket at the lens top and bottom which shall seal 
the optical enclosure for weather tight operation.

Cage(optional)
The cast 4-sided cage shall be mechanically 
fastened to the fitter and cast ring.

Housing/Fitter
The bottom housing / fitter shall be a cast aluminum, decorative fitter 
designed to accommodate the ballast assembly and shall mount to a 
3”OD x 3”H tenon and be secured by six stainless steel set screws.
The electronic driver(s) shall be mounted with nonferrous fasteners. 
The driver(s) shall have a high-temperature, flame-resistant (UL 
94V-0 minimum) enclosure. The input voltage range shall be 120-277 
VAC, 47 to 63 Hz with a 90% power factor at full load. An integral 
step-down transformer shall be provided when a 347V or 480V input 
voltage is required. Load regulation shall be +/- 3%. The driver shall 
have output over voltage and over current protection and output short 
circuit protection with auto recovery. Operating temperature shall be 
-30°C to 60°C. The driver shall be designed to operate for 100K hours 
(MTBF) and the LED source shall be rated for a minimum of 50K hours 
(70% lumen maintenance @ 35°C ambient temperature). The LED 
source shall be mounted to an aluminum heat sink and located within 
the optical housing. Dual drivers may be utilized for bi-level switching. 
The luminaires shall be NRTL listed and suitable for wet locations.

Finish
All aluminum components shall be subjected to a 5-stage 
chrome-free pre-treatment process by immersion. AAMA 
2604 grade powdercoat paint shall be electrostatically applied 
following outgassing. All fasteners are stainless steel.

Spun Aluminum Top

Internal Indirect 
Reflector (not shown)

Optional C5 Cage

Lens, UV Stabilized 
Acrylic Clear Globe

Heat Sink

Electronic LED Driver (not shown)
Fitter, Cast Aluminum 
Copper Free Alloy A356

Fixture Slips over 
A 3”x3” Tenon.
contact factory if 
other tenon sizes need 
to be accomodated 
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