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QPI–Providence Indirect LED Conversion

Retrofit Kit Detail

Replacement Globe Styles (optional)

 Specifications
Construction
All cast aluminum parts shall be low copper 
alloy A356. All extruded aluminum parts shall 
be alloy 6061-T6, 6063-T5 or equal.

Electrical Assembly (LED)
The electrical assembly shall be comprised of an electronic 
LED driver assembly designed to operate the integral 
24w, 48w, 60w or 90w LED light engine (LED source). 
The driver(s) shall be integrally mounted with nonferrous 
fasteners. The driver shall have a high temperature, flame-
resistant (UL 94-V0 minimum) plastic enclosure, 90ºC 
maximum surface temp rating, and thermally protected 
transient over-voltage circuit. The input voltage range shall 
be 120-277 VAC, 47 to 63 Hz with a 90% power factor 
at full load. A integral step-down transformer shall be 
provided when a 347V or 480V input voltage is required. 
Load regulation shall be +/- 3%. The driver shall have 
output over voltage and over current protection and output 
short circuit protection with Auto Recovery. Operating 
temperature shall be -30c to +60c. The driver shall be 
designed to operate at full load for 100,000 hours (mean 
time to failure) and the LED source shall be rated for 
50,000 hours (70% lumen maintenance). The LED source 
shall be mounted to a thermally conductive medium (heat 
sink) and located within a sealed luminaire (by others).
The retrofit kit shall be UL Classified and suitable for 
installation in qualifying wet location rated fixtures.

Fasteners
All fasteners shall be stainless steel.

Finish
Heat sink finish shall be Beacote III black polyester 
powdercoat electrostatically applied and thermocured. 
Components shall be subjected to chemical pre-
treatment prior to painting by immersion process. 
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