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WPC – Full Cutoff CFL Wall Pack

Existing Systems
Existing
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System
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Lumens (3) Per 
Watt SP Adjusted Rated Life (Hours)

Q100T3 Quartz/Halogen 1 Q100T3  1,400  1,358  1.50  1,863 100 19  2,000 
Q300T3 Quartz/Halogen 1 Q300T3  5,200  5,044  1.50  6,920 300 23  2,000 
Q500T3 Quartz/Halogen 1 Q500T3  9,200  8,924  1.50  12,244 500 24  2,000 
HPS-70 Standard 1 HPS70  6,500  5,670  0.62  3,905 91 43  24,000 
HPS-100 Standard 1 HPS100  9,400  8,460  0.62  5,827 130 45  24,000 
HPS-150 Standard 1 HPS150  15,000  13,500  0.62  9,298 190 49  24,000 
HPS-250 Standard 1 HPS250  27,000  24,300  0.62  16,737 295 57  24,000 
MH-50 CMH 1 MH-50/4k  3,600  2,450  1.62  3,569 72 50  20,000 
MH-70 CMH 1 MH-70/C/4k  5,200  3,640  1.62  5,303 90 59  24,000 
MH-100 CMH 1 MH-100/C/4k  7,500  5,625  1.62  8,195 129 64  24,000 
MH-175 Standard 1 MH175  13,500  8,775  1.49  11,977 210 57  10,000 
MH-250 Standard 1 MH250  20,500  13,500  1.49  18,425 295 62  10,000 

Re-Lighting Option
CFL

System
Options

Lamp
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CFL-26w EB [GX24q3 Base] 1 CFL-26/841  1,800  1,530  1.62  2,229 29 77  16,000 
CFL-32w EB [GX24q3 Base] 1 CFL-32/841  2,400  2,040  1.62  2,972 36 83  16,000 
CFL-42w EB [GX24q4 Base] 1 CFL-42/841  3,200  2,720  1.62  3,963 46 86  16,000 
CFL-26w EB [GX24q3 Base] 2 CFL-26/841  3,600  3,060  1.62  4,458 54 83  16,000 
CFL-32w EB [GX24q3 Base] 2 CFL-32/841  4,800  4,080  1.62  5,944 68 87  16,000 
CFL-42w EB [GX24q4 Base] 2 CFL-42/841  6,400  5,440  1.62  7,925 93 85  16,000 
CFL-26w EB [GX24q3 Base] 65k 1 CFL-26/865  1,800  1,530  2.14  2,770 29 96  16,000 
CFL-32w EB [GX24q3 Base] 65k 1 CFL-32/865  2,400  2,040  2.14  3,693 36 103  16,000 
CFL-42w EB [GX24q4 Base] 65k 1 CFL-42/865  3,200  2,720  2.14  4,924 46 107  16,000 
CFL-26w EB [GX24q3 Base] 65k 2 CFL-26/865  3,600  3,060  2.14  5,539 54 103  16,000 
CFL-32w EB [GX24q3 Base] 65k 2 CFL-32/865  4,800  4,080  2.14  7,386 68 109  16,000 
CFL-42w EB [GX24q4 Base] 65k 2 CFL-42/865  6,400  5,440  2.14  9,847 93 106  16,000 

Numeric Footnotes
(1) S/P Ratio = Scotopic to Photopic Lumens
(2) SP Adjusted Lumens = Mean Lumens x (S/P).78 [.78 exponent]
(3) Lumens Per Watt = S/P Adjusted Lumens / Fixture Input Watts

 Fixture Construction

Tempered Clear Glass Lens•	
Aluminum Reflector•	
Die Cast Housing•	
Bronze Powder Coat Finish•	
GX24q CFL Base Socket•	
Standard Electronic Ballast•	
Stocked and supported in the USA. •	
Hudson WI, Gainesville FL, Orange 
County CA.


