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General Notes
Lamp/ballast system values shown are a general reference intended to supply a quick comparison of •	
several common lamp/ballast systems, the associated energy consumption, and net lumen output.
Values shown are based on normal operating temperatures (25c T8 and 35c T5) and at 277 volts.•	
There are many operating variables that affect system output, in addition to rating variances from brand to brand.•	
All T8 electronic ballast values shown are based on Ultra Efficient (aka 3rd Generation) T8 ballasts.•	
All T5 and T8 lamp values shown are for basic grade lamps. Extended life and higher lumen lamps types are available.•	
In addition to those shown there are a wide variety of systems to choose from, each with distinct features and cost points.•	
Please consult the lamp/ballast manufacturer’s catalogs for the detailed information required to model your system.•	

VTG – Vaportight Series
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Per Watt
2L40-T12 Mag 2 F40/T12/WM  2,280  4,560 0.88  4,013 72 56
3L40-T12 Mag 3 F40/T12/WM  2,280  6,840 0.88  6,019 115 52
1L96-T12 Mag 1 F96/T12/ES  4,750  4,750 0.88  4,180 76 55
2L96-T12 Mag 2 F96/T12/ES  4,750  9,500 0.88  8,360 126 66
1L96-T12HO Mag 1 F96/T12HO/ES  6,950  6,950 0.95  6,603 125 53
2L96-T12HO Mag 2 F96/T12HO/ES  6,950  13,900 0.93  12,927 210 62

Re-Lighting Options
Proposed 
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2L32-T8-MP Elec 2 F32T8/841  2,800  5,600 0.87  4,872 53 92
2L32T8-HP Elec 2 F32T8/841  2,800  5,600 1.15  6,440 73 88
3L32-T8-MP Elec 3 F32T8/841  2,800  8,400 0.87  7,308 80 91
3L32T8-HP Elec 3 F32T8/841  2,800  8,400 1.15  9,660 109 89
4L32-T8-MP Elec 4 F32T8/841  2,800  11,200 0.87  9,744 107 91
4L32T8-HP Elec 4 F32T8/841  2,800  11,200 1.15  12,880 147 88
6L32T8-MP Elec 6 F32T8/841  2,800  16,800 0.87  14,616 160 91
6L32T8-HP Elec 6 F32T8/841  2,800  16,800 1.15  19,320 230 84
2L54-T5-HO Elec 2 F54/T5HO/841  4,600  9,200 1.00  9,200 117 79
2L54-T5-HO Elec 4 F54/T5HO/841  4,600  18,400 1.00  18,400 234 79

VTG Mounted to 45° Mounting Brackets

45° Bracket Installation Methods

2L - Gear
Tray Only

VTG Eye-Bolt Mounting
with 45° Bracket

Wall mounting 25° Eye Bolt 45° Eye Bolt Gripple

2L - STD
Reflector

3L - STD
Reflector

Wide
Distribution
Optics with STD
Ribbed Lens

Wide
Distribution
Optics with
Optically Clear
Deep Lens

Cross Section


